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Unit: mm

Surface Mounted    Pendant Mounted  Pendant with up light

1800/120095 50

Recessed Mounted

15°

12012lx1m

3003lx

1335lx

751lx

Height,Emax

°0 °0110°

480lx

Diameter

Ø25

Ø51

Ø77

Ø102

(cm)

Ø128

20° 20°

2m

3m

4m

5m

30°

3969lx1m

992lx

441lx

248lx

Height,Emax

°0 °0110°

159lx

Diameter

Ø48

Ø97

Ø146

Ø194

(cm)

Ø243

20° 20°

2m

3m

4m

5m

Beam Anlge : 15 deg Beam Anlge : 30 deg 

722lx1m

180lx

80lx

45lx

Height,Emax

°0 °0110°

29lx

Diameter

Ø202

Ø405

Ø607

Ø810

(cm)

Ø1012

20° 20°

2m

3m

4m

5m

30°30°

                             WW deg Module 

105°

416lx

104lx

46lx

26lx

Height,Emax

17lx

Diameter

Ø253

Ø506

Ø759

Ø1011

(cm)

Ø1264

1m

2m

3m

4m

5m

105 DEG Module

°0 °01°02 °01 20° 30°30°

105°

416lx

104lx

46lx

26lx

Height,Emax

17lx

Diameter

Ø253

Ø506

Ø759

Ø1011

(cm)

Ø1264

1m

2m

3m

4m

5m

105 DEG Module

°0 °01°02 °01 20° 30°30°

15°

12012lx1m

3003lx

1335lx

751lx

Height,Emax

°0 °0110°

480lx

Diameter

Ø25

Ø51

Ø77

Ø102

(cm)

Ø128

20° 20°

2m

3m

4m

5m

30°

3969lx1m

992lx

441lx

248lx

Height,Emax

°0 °0110°

159lx

Diameter

Ø48

Ø97

Ø146

Ø194

(cm)

Ø243

20° 20°

2m

3m

4m

5m

Beam Anlge : 15 deg Beam Anlge : 30 deg 

Wallwasher Linear 

Opal Diffuser Linear Spot Light Linear 

Spot Light & Diffuser Linear 

300 300
     120095 50

300 300
1200/150095 501800/120095 50

22W@1200mm
27W@1200mm
32W@1200mm
36W@1200mm
35W@1800mm
52W@1800mm

22W@1200mm
27W@1200mm
32W@1200mm
36W@1200mm
35W@1800mm
52W@1800mm

22W@1200mm & 1500mm
27W@1200mm & 1500mm
30W@1200mm & 1500mm

22W@1200mm 
27W@1200mm 
30W@1200mm 
35W@1200mm
40W@1200mm
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Technical Drawing & Beam Angle 

Unit: mm

Linkable extruded aluminium 
for continuous linear light
594mm for di�erent system
Opal cover can be customized length

Beam Angle :105 deg Module 

 594

2
9

38

105°

416lx

104lx

46lx

26lx

Height,Emax

17lx

Diameter

Ø253

Ø506

Ø759

Ø1011

(cm)

Ø1264

1m

2m

3m

4m

5m

105 DEG Module

°0 °01°02 °01 20° 30°30°

Uniform wall washer e�ect
Length :1200/ 1800 mm
Extruded aluminium 

Beam Angle : WW deg Module 

45

2
0

 1200/ 1800

722lx1m

180lx

80lx

45lx

Height,Emax

°0 °0110°

29lx

Diameter

Ø202

Ø405

Ø607

Ø810

(cm)

Ø1012

20° 20°

2m

3m

4m

5m

30°30°

                             WW deg Module 

105 DEG Module

WW deg Module 
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Technical Drawing & Beam Angle 

Unit: mm

Beam Anlge : 15 deg & 30 deg 
Di�erent lens for beam control
Low glare contributed by black ba�e

3
3

45 300

15°

12012lx1m

3003lx

1335lx

751lx

Height,Emax

°0 °0110°

480lx

Diameter

Ø25

Ø51

Ø77

Ø102

(cm)

Ø128

20° 20°

2m

3m

4m

5m

30°

3969lx1m

992lx

441lx

248lx

Height,Emax

°0 °0110°

159lx

Diameter

Ø48

Ø97

Ø146

Ø194

(cm)

Ø243

20° 20°

2m

3m

4m

5m

Beam Anlge : 15 deg Beam Anlge : 30 deg 

Up Light
for pendent mounted
only

15.5

2

1070/ 1605

110°

409lx

122lx

48lx

25lx

Height,Emax

18lx

Diameter

Ø299

Ø598

Ø897

Ø1195

(cm)

Ø1495

1m

2m

3m

4m

5m
°0 °01°02 °01 20° 30°30°

Beam Anlge : Up Light

15 & 30 DEG Module

Up Light Module


